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CT-MPM54B-PRESSURE TRANSMITTER WITH PLUG FLAIR 7/16-20 UNF

Performance parameters(cont.)

Response time

=1ims (Up to 890%FS)

Owverpressuns 150%FS({=60MPa). 120%FS{&0~100 MPa)
Service life =10=10" pressure cycles

Ambient temp. -20C ~B5C

Medium temp. =30°C~105T

Storage temp. 40T =-1257T

EMC-interference IEC &1000-5-3

EMC-immunity IEC 61000-6-2

Insulation resistance

=1 00MIO 25000V DC( 200MIVS00VDC)

Wibration resistance

Sine curve: 20g, 25Hz~2kHz; IEC 60068-2-6
Random: 7.5grms, SHz~1kHz; IEC 60068-2-64

Shock resistance

Shock: 200g/1ms; IEC 680068-2-27
Free fall: 1m; IEC 60068-2-32

Protection

PGS

Medium compatibility

All media compaltible with stainless steel 304

Features

Compact structure, exquisite appearance m

Digital circuit processing m

High precision, high stability =

Strong anti-interference, good long-term stability =

Small size, light weight, easy installation and use m

Wide measuring range, can measure absolute pressure, gauge pressure and sealed gauge pressure m

Multiple process connection and electrical connection options m

Suitable for mass production, economic and reliable m

Prassure range

=100kPa...0~10kPa.. . 100MPa

Pressure reference

Gauge pressure, Absolute pressure, Sealed gauge pressure

Supply & output

4-20mA, 0—-5V, 0—-10V(12-30vDC)
0.5~4.5V RIM(SVDC)

*QUTPUT optional - 1-5 VDC

Accuracy 0.5%FS
Hysteresis & repeatability 0.1%FS
Temp. drift 1.5%FS(-20°C~-85°C )
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